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(4) The diameter, grade, type, and
nominal wall thickness of all pipe.

(b) Each operator shall maintain for
at least 3 years daily operating records
that indicate—

(1) The discharge pressure at each
pump station; and

(2) Any emergency or abnormal oper-
ation to which the procedures under
§ 195.402 apply.

(c) Each operator shall maintain the
following records for the periods speci-
fied:

(1) The date, location, and descrip-
tion of each repair made to pipe shall
be maintained for the useful life of the
pipe.

(2) The date, location, and descrip-
tion of each repair made to parts of the
pipeline system other than pipe shall
be maintained for at least 1 year.

(3) A record of each inspection and
test required by this subpart shall be
maintained for at least 2 years or until
the next inspection or test is per-
formed, whichever is longer.

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195–34, 50 FR 34474, Aug.
26, 1985]

§ 195.406 Maximum operating pres-
sure.

(a) Except for surge pressures and
other variations from normal oper-
ations, no operator may operate a pipe-
line at a pressure that exceeds any of
the following:

(1) The internal design pressure of
the pipe determined in accordance with
§ 195.106. However, for steel pipe in pipe-
lines being converted under § 195.5, if
one or more factors of the design for-
mula (§ 195.106) are unknown, one of the
following pressures is to be used as de-
sign pressure:

(i) Eighty percent of the first test
pressure that produces yield under sec-
tion N5.0 of appendix N of ASME B31.8,
reduced by the appropriate factors in
§§ 195.106 (a) and (e); or

(ii) If the pipe is 12 3⁄4 inch (324 mm)
or less outside diameter and is not
tested to yield under this paragraph,
200 p.s.i. (1379 kPa) gage.

(2) The design pressure of any other
component of the pipeline.

(3) Eighty percent of the test pres-
sure for any part of the pipeline which

has been pressure tested under subpart
E of this part.

(4) Eighty percent of the factory test
pressure or of the prototype test pres-
sure for any individually installed
component which is excepted from
testing under § 195.304.

(5) For pipelines under §§ 195.302(b)(1)
and (b)(2)(i) that have not been pres-
sure tested under subpart E of this
part, 80 percent of the test pressure or
highest operating pressure to which
the pipeline was subjected for 4 or more
continuous hours that can be dem-
onstrated by recording charts or logs
made at the time the test or operations
were conducted.

(b) No operator may permit the pres-
sure in a pipeline during surges or
other variations from normal oper-
ations to exceed 110 percent of the op-
erating pressure limit established
under paragraph (a) of this section.
Each operator must provide adequate
controls and protective equipment to
control the pressure within this limit.

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195–33, 50 FR 15899, Apr.
23, 1985; 50 FR 38660, Sept. 24, 1985; Amdt. 195–
51, 59 FR 29385, June 7, 1994; Amdt. 195–52, 59
FR 33397, June 28, 1994; Amdt. 195–63, 63 FR
37506, July 13, 1998]

§ 195.408 Communications.
(a) Each operator must have a com-

munication system to provide for the
transmission of information needed for
the safe operation of its pipeline sys-
tem.

(b) The communication system re-
quired by paragraph (a) of this section
must, as a minimum, include means
for:

(1) Monitoring operational data as re-
quired by § 195.402(c)(9);

(2) Receiving notices from operator
personnel, the public, and public au-
thorities of abnormal or emergency
conditions and sending this informa-
tion to appropriate personnel or gov-
ernment agencies for corrective action;

(3) Conducting two-way vocal com-
munication between a control center
and the scene of abnormal operations
and emergencies; and

(4) Providing communication with
fire, police, and other appropriate pub-
lic officials during emergency condi-
tions, including a natural disaster.

VerDate 23<NOV>98 00:25 Dec 01, 1998 Jkt 179201 PO 00000 Frm 00159 Fmt 8010 Sfmt 8010 Y:\SGML\179201T.XXX pfrm09 PsN: 179201T


		Superintendent of Documents
	2015-01-21T10:28:16-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




